PLANS FOR THE CONSTRUCTION OF THE
WEST MAIN STREET STREETSCAPE IMPROVEMENTS
(PHASE 3 WILLOW STREET CORRIDOR)
- LOCATED AT -
WEST MAIN STREET (S.R. 68 & 70) TO #31 WILLOW STREET
CHESHIRE, CONNECTICUT
- PREPARED FOR THE TOWN OF CHESHIRE -
DEPARTMENT OF PUBLIC WORKS
84 SOUTH MAIN STREET, CHERISH, CT 06410
FINAL TOWN REVIEW SET - 09 SEPTEMBER, 2022

GENERAL NOTES FOR CONSTRUCTION
1. CONTRACTOR IS TO SUBMIT A COMPLETED NOTICE OF START OF WORK TO THE TOWN OF CHESHIRE AT LEAST 48 HOURS BEFORE COMMENCEMENT OF WORK.
2. CONTRACTOR IS TO SUBMIT A COMPLETED NOTICE OF COMPLETION TO THE TOWN OF CHESHIRE AT LEAST 48 HOURS BEFORE COMPLETION OF WORK.
3. MATERIALS AND EQUIPMENT SHALL BE STORED OFF SITE AND SHALL NOT BLOCK ANY PRIVATE DRIVEWAY OR VEHICLE ACCESS.
4. ALL WORK SHALL BE PERFORMED IN A MANNER THAT IS ACCEPTABLE TO THE TOWN OF CHESHIRE.
5. ALL WORK SHALL BE PERFORMED IN A MANNER THAT IS ACCEPTABLE TO THE TOWN OF CHESHIRE.
6. ALL WORK SHALL BE PERFORMED IN A MANNER THAT IS ACCEPTABLE TO THE TOWN OF CHESHIRE.
7. ALL WORK SHALL BE PERFORMED IN A MANNER THAT IS ACCEPTABLE TO THE TOWN OF CHESHIRE.
8. ALL WORK SHALL BE PERFORMED IN A MANNER THAT IS ACCEPTABLE TO THE TOWN OF CHESHIRE.
9. ALL WORK SHALL BE PERFORMED IN A MANNER THAT IS ACCEPTABLE TO THE TOWN OF CHESHIRE.
10. ALL WORK SHALL BE PERFORMED IN A MANNER THAT IS ACCEPTABLE TO THE TOWN OF CHESHIRE.
11. ALL WORK SHALL BE PERFORMED IN A MANNER THAT IS ACCEPTABLE TO THE TOWN OF CHESHIRE.
12. ALL WORK SHALL BE PERFORMED IN A MANNER THAT IS ACCEPTABLE TO THE TOWN OF CHESHIRE.
13. ALL WORK SHALL BE PERFORMED IN A MANNER THAT IS ACCEPTABLE TO THE TOWN OF CHESHIRE.
14. ALL WORK SHALL BE PERFORMED IN A MANNER THAT IS ACCEPTABLE TO THE TOWN OF CHESHIRE.
15. ALL WORK SHALL BE PERFORMED IN A MANNER THAT IS ACCEPTABLE TO THE TOWN OF CHESHIRE.
16. ALL WORK SHALL BE PERFORMED IN A MANNER THAT IS ACCEPTABLE TO THE TOWN OF CHESHIRE.
17. ALL WORK SHALL BE PERFORMED IN A MANNER THAT IS ACCEPTABLE TO THE TOWN OF CHESHIRE.
18. ALL WORK SHALL BE PERFORMED IN A MANNER THAT IS ACCEPTABLE TO THE TOWN OF CHESHIRE.
19. ALL WORK SHALL BE PERFORMED IN A MANNER THAT IS ACCEPTABLE TO THE TOWN OF CHESHIRE.
20. ALL WORK SHALL BE PERFORMED IN A MANNER THAT IS ACCEPTABLE TO THE TOWN OF CHESHIRE.

SITE LOCATION MAP
SCALE: 1"=100'

LIST OF DRAWINGS
<table>
<thead>
<tr>
<th>SHEET NUMBER</th>
<th>DRAWING TITLE</th>
<th>DATE</th>
<th>REVISED</th>
</tr>
</thead>
<tbody>
<tr>
<td>01</td>
<td>Proposed Sidewalk Plan</td>
<td>09-09-2022</td>
<td></td>
</tr>
<tr>
<td>02</td>
<td>Traffic Control Details</td>
<td>09-09-2022</td>
<td></td>
</tr>
<tr>
<td>03</td>
<td>Streetscape Details</td>
<td>09-09-2022</td>
<td></td>
</tr>
<tr>
<td>04</td>
<td>Streetscape Details</td>
<td>09-09-2022</td>
<td></td>
</tr>
<tr>
<td>05</td>
<td>Streetscape Details</td>
<td>09-09-2022</td>
<td></td>
</tr>
</tbody>
</table>

SURVEY NOTES
1. SURVEY MAPPINGS WILL BE PROVIDED TO CHESHIRE BY THE CONTRACTOR.
2. SURVEY MAPPINGS WILL BE PROVIDED TO CHESHIRE BY THE CONTRACTOR.
3. SURVEY MAPPINGS WILL BE PROVIDED TO CHESHIRE BY THE CONTRACTOR.
4. SURVEY MAPPINGS WILL BE PROVIDED TO CHESHIRE BY THE CONTRACTOR.
5. SURVEY MAPPINGS WILL BE PROVIDED TO CHESHIRE BY THE CONTRACTOR.
6. SURVEY MAPPINGS WILL BE PROVIDED TO CHESHIRE BY THE CONTRACTOR.
7. SURVEY MAPPINGS WILL BE PROVIDED TO CHESHIRE BY THE CONTRACTOR.
8. SURVEY MAPPINGS WILL BE PROVIDED TO CHESHIRE BY THE CONTRACTOR.
9. SURVEY MAPPINGS WILL BE PROVIDED TO CHESHIRE BY THE CONTRACTOR.
10. SURVEY MAPPINGS WILL BE PROVIDED TO CHESHIRE BY THE CONTRACTOR.
11. SURVEY MAPPINGS WILL BE PROVIDED TO CHESHIRE BY THE CONTRACTOR.
12. SURVEY MAPPINGS WILL BE PROVIDED TO CHESHIRE BY THE CONTRACTOR.
13. SURVEY MAPPINGS WILL BE PROVIDED TO CHESHIRE BY THE CONTRACTOR.
14. SURVEY MAPPINGS WILL BE PROVIDED TO CHESHIRE BY THE CONTRACTOR.
15. SURVEY MAPPINGS WILL BE PROVIDED TO CHESHIRE BY THE CONTRACTOR.
16. SURVEY MAPPINGS WILL BE PROVIDED TO CHESHIRE BY THE CONTRACTOR.
17. SURVEY MAPPINGS WILL BE PROVIDED TO CHESHIRE BY THE CONTRACTOR.
18. SURVEY MAPPINGS WILL BE PROVIDED TO CHESHIRE BY THE CONTRACTOR.
19. SURVEY MAPPINGS WILL BE PROVIDED TO CHESHIRE BY THE CONTRACTOR.
20. SURVEY MAPPINGS WILL BE PROVIDED TO CHESHIRE BY THE CONTRACTOR.
CONSTRUCTION BARRIADGES

NOTES:
1. SUPPORTS SHALL BE LOWERED NO MORE THAN 2 FEET ABOVE ROADWAY SURFACE.
2. SUPPORTS SHALL BE LOWERED NO MORE THAN 2 FEET ABOVE ROADWAY SURFACE.
3. SUPPORTS SHALL BE LOWERED NO MORE THAN 2 FEET ABOVE ROADWAY SURFACE.
4. SUPPORTS SHALL BE LOWERED NO MORE THAN 2 FEET ABOVE ROADWAY SURFACE.
5. SUPPORTS SHALL BE LOWERED NO MORE THAN 2 FEET ABOVE ROADWAY SURFACE.
6. SUPPORTS SHALL BE LOWERED NO MORE THAN 2 FEET ABOVE ROADWAY SURFACE.
7. SUPPORTS SHALL BE LOWERED NO MORE THAN 2 FEET ABOVE ROADWAY SURFACE.
8. SUPPORTS SHALL BE LOWERED NO MORE THAN 2 FEET ABOVE ROADWAY SURFACE.
9. SUPPORTS SHALL BE LOWERED NO MORE THAN 2 FEET ABOVE ROADWAY SURFACE.
10. SUPPORTS SHALL BE LOWERED NO MORE THAN 2 FEET ABOVE ROADWAY SURFACE.

ROAD
CONSTRUCTION
AHEAD

MIGHT LANE CLOSED
AHEAD

SIDEWALK CLOSED
AHEAD

TRAFFIC CONSTRUCTION
SQUEEZE

NOTES:
1. SUPPORTS SHALL BE LOWERED NO MORE THAN 2 FEET ABOVE ROADWAY SURFACE.
2. SUPPORTS SHALL BE LOWERED NO MORE THAN 2 FEET ABOVE ROADWAY SURFACE.
3. SUPPORTS SHALL BE LOWERED NO MORE THAN 2 FEET ABOVE ROADWAY SURFACE.
4. SUPPORTS SHALL BE LOWERED NO MORE THAN 2 FEET ABOVE ROADWAY SURFACE.
5. SUPPORTS SHALL BE LOWERED NO MORE THAN 2 FEET ABOVE ROADWAY SURFACE.
6. SUPPORTS SHALL BE LOWERED NO MORE THAN 2 FEET ABOVE ROADWAY SURFACE.
7. SUPPORTS SHALL BE LOWERED NO MORE THAN 2 FEET ABOVE ROADWAY SURFACE.
8. SUPPORTS SHALL BE LOWERED NO MORE THAN 2 FEET ABOVE ROADWAY SURFACE.
9. SUPPORTS SHALL BE LOWERED NO MORE THAN 2 FEET ABOVE ROADWAY SURFACE.
10. SUPPORTS SHALL BE LOWERED NO MORE THAN 2 FEET ABOVE ROADWAY SURFACE.

MMAINTENANCE AND PROTECTION OF TRAFFIC NOTES

1. SUPPORTS SHALL BE LOWERED NO MORE THAN 2 FEET ABOVE ROADWAY SURFACE.
2. SUPPORTS SHALL BE LOWERED NO MORE THAN 2 FEET ABOVE ROADWAY SURFACE.
3. SUPPORTS SHALL BE LOWERED NO MORE THAN 2 FEET ABOVE ROADWAY SURFACE.
4. SUPPORTS SHALL BE LOWERED NO MORE THAN 2 FEET ABOVE ROADWAY SURFACE.
5. SUPPORTS SHALL BE LOWERED NO MORE THAN 2 FEET ABOVE ROADWAY SURFACE.
6. SUPPORTS SHALL BE LOWERED NO MORE THAN 2 FEET ABOVE ROADWAY SURFACE.
7. SUPPORTS SHALL BE LOWERED NO MORE THAN 2 FEET ABOVE ROADWAY SURFACE.
8. SUPPORTS SHALL BE LOWERED NO MORE THAN 2 FEET ABOVE ROADWAY SURFACE.
9. SUPPORTS SHALL BE LOWERED NO MORE THAN 2 FEET ABOVE ROADWAY SURFACE.
10. SUPPORTS SHALL BE LOWERED NO MORE THAN 2 FEET ABOVE ROADWAY SURFACE.

TYPICAL 3" DIA. OR 4" DIA. PLASTIC SIGN/BARRIER SUPPORT

NOTES:
1. SUPPORTS SHALL BE LOWERED NO MORE THAN 2 FEET ABOVE ROADWAY SURFACE.
2. SUPPORTS SHALL BE LOWERED NO MORE THAN 2 FEET ABOVE ROADWAY SURFACE.
3. SUPPORTS SHALL BE LOWERED NO MORE THAN 2 FEET ABOVE ROADWAY SURFACE.
4. SUPPORTS SHALL BE LOWERED NO MORE THAN 2 FEET ABOVE ROADWAY SURFACE.
5. SUPPORTS SHALL BE LOWERED NO MORE THAN 2 FEET ABOVE ROADWAY SURFACE.
6. SUPPORTS SHALL BE LOWERED NO MORE THAN 2 FEET ABOVE ROADWAY SURFACE.
7. SUPPORTS SHALL BE LOWERED NO MORE THAN 2 FEET ABOVE ROADWAY SURFACE.
8. SUPPORTS SHALL BE LOWERED NO MORE THAN 2 FEET ABOVE ROADWAY SURFACE.
9. SUPPORTS SHALL BE LOWERED NO MORE THAN 2 FEET ABOVE ROADWAY SURFACE.
10. SUPPORTS SHALL BE LOWERED NO MORE THAN 2 FEET ABOVE ROADWAY SURFACE.

TOWN OF CHESHIRE
TRAFFIC CONTROL DETAILS

DEPARTMENT OF PUBLIC WORKS

WEST MAIN STREET (SR 48 & 76)
STREETSCAPE IMPROVEMENTS PROJECT
(PHASE 3: WILLIAM STREET CORRIDOR)
FROM WEST MAIN STREET TO 66 WILLOW STREET
DEPARTMENT OF PUBLIC WORKS
CHESHIRE, CONNECTICUT

HIGH TIDE TO 4 FT.

DEPARTMENT OF PUBLIC WORKS

CHESHIRE, CONNECTICUT

HIGH TIDE TO 4 FT.